12AE7 


Dual Triode 

With Medium-Mu Unit and Low-Mu Unit 


9-PIN MINIATURE TYPE 

For Automobile Radio Receivers Operating 
Directly from 6-Cell Storage Batteries 

GENERAL DATA 

Electrical: 

Heater, for Unipotential Cathodes: 

Voltage range (DC).10 to 15.9 volts 

For Longest life, it is recommended that the heater 


be operated loithm the voltage range of n to 14 volts. 

Current (Approx.) at 12.6 volts 

. . . . 

0.45 

amp 

Direct Interelectrode Capacitances 

(Approx.): 


Unit N0.1 

Unit No. 2 


Grid to plate . 

3.9 

3-4 


Grid to cathode and heater. . . 

4.7 

4.2 

/x/xf 

Plate to cathode and heater . . 

0.75 

0.85 

M/xf 

Characteristics, Class A| Amplifier: 



With heater voltage 

of 12.6 

volts 


Unit No.1 

Unit No. 2 


Plate Voltage. 

12.6 

12.6 

vol ts 

Grid Resistor . 

1.5 

1 

megohms 

Amplification Factor. 

13 

6.4 


Plate Resistance (Approx.). . . . 

3150 

985 

ohms 

Transconductance. 

4000 

6500 

^mhos 

Plate Current. 

1.9 

7.5 

ma 

Mechanical: 




Operat i nq Posit ion. 

. . . . 


. . Any 

Maximum Overall Length. 

. . . . 


2-3/16" 

Maximum Seated Length . 

• 


1-15/16" 

Length, Base Seat to Bui b Top (Excl ud 

i ng tip) 

. . 1-9/16" 

± 3/32" 

Diameter. 

. 

. 0.750" to 0.875" 

Dimensional Outline . 

. 

See General 

Section 

Bulb. 

. 


.T6-1/2 

Base.Smal 1-But ton 

Noval 9- 

-Pin (JEDEC 

2 : 

0 

m 

CD 

1 

h-* 


Basing Designation for 

Pin 1 - Plate of 

Unit No.2 
Pin 2 —Grid of 

Unit No.2 
Pin 3 _ Cathode of 
Unit No.2 

Pi ns 4 & 9 - Heater of 
Unit No.2 


BOTTOM VIEW.9A 

Pi ns 5 & 9 - Heater of 
Unit No.l 
Pin 6 - Pi ate of 

Unit No.l 
Pin 7 -Grid of 

Unit No.l 
Pin 8 - Cathode of 
Unit No.l 
Pin 9 - Heater Tap 
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DATA 

3-61 

























12AE7 


AUDIO DRIVER 


Values are for Each Unit 
Maximum Ratings, Design-Center Values: 

PLATE VOLTAGE . 

GRID VOLTAGE: 

Positive-bias value . 

PLATE DISSIPATION . 

PEAK HEATER-CATHODE VOLTAGE: 

Heater negative with respect to cathode . 
Heater positive with respect to cathode . 

Maximum Circuit Values: 

Grid-Circuit Resistance . 


16 

max. 

vol ts 

0 

max. 

vol ts 

1 

max. 

watt 

16 

max. 

volts 

16 

max. 

vol ts 

1.5 

max. 

megohms 
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